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Su6/ecr Comments on the Kitzlnger Cooperage Site Inspection Report (SIR) 
WID 023402639 SED Milwaukee Co.

The following comments are made by the Bureau of Solid Waste Management 
on the Kitzlnger Cooperage SIR. The site inspection was performed by 
Ecology & Environment on July 31, 1984. The SIR was received by WDNR on 
September 27, 1984.

SUMMARY AND RECOMMENDATIONS
The SIR was basically complete as submitted. Good descriptions are given 
of on-site conditions. Missing was a map of the area investigated.

This facility burns the residue from open top steel drums; then washs, 
paints and reconditions them. The on-site incinerator has no air pollution 
control devices. The facility reports to WDNR that the incinerator 
operates at 900® F with a 1100® F afterburner. The stack height is 20 
feet tall. Although stack opacity readings have been good, the residue 
burned may contain easily volatilized heavy metals, such as mercury or 
selenium. The incinerator has apparently operated on a regular basis for 

many years.
It is difficult to rule out significant amounts of metal emmissions from 
the incinerator, because the incoming waste stream has not been well charact
erized. We recommend that FIT be tasked to Investigate metals release to 
the air from the incinerator stack. Representative background and downwind 
samples should be taken for use in the HFS m.odel . In addition, a stack 
sample should be taken. An observed release should significantly affect 
the HRS score because of the large nearby population.

Comments on Specific Items
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